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DCP #| REV DESCRIPTION DRAWN| DATE |CHECKD| DATE |APPRVD| DATE
=~ W ™ U | L 217 B Removed Discontinued Part DJC | 6/26/97 JC | 7/3/97 JC 7/3/97
116 | C Adde Bulk items; was CRS—ZO—**** | JWM | 3/6/01 | JC | 3/6/01 | JC | 3/6/01
NOTES:
o / \ I MATERIAL:
—_ - - %— — - -— 1. ELECTRO-TIN PLATED COPPER
W 2. TO BE FREE OF BURRS.
L C Fﬂ'f‘f 3. CAN BE CRIMPED ANYWHERE ON BARREL SURFACE.
E / 4. VOLTAGE RATING AND TEMPERATURE RANGE:
1 600 V AND 347°F (175°C)
v ] 5. USE CRIMPING TOOL GROUP A: 8403—-001
BRAZED SEAM QT—-I |<—
SPC Type No. Wi(r:Wz;ze Stud Size Llw e lc |t |u 5:3 SPC Type No. W'(':Wg)'ze Stud Size | L | W | E | Cc | T | U g;?
CRS—Z0-0425 4 1/4" (.250) | 1.34 | .68 | 1.00 | .53 10 CRS-Z0-1008 | 12 ~ 10| #8 (174) | .68 | .28 | .54 | .29 50
SPC3753 4 1/4 (250)| 1.34 | 68 |1.00 | 83 | | | 100 SPC3743 12 ~ 10| #8 (174) | .68 | .28 | .54 | .29 500
CRS—Z0-0437 4 3/8" (375)| 1.34 | 68 [1.00 | 53 10 CRS-70-1010 | 12 ~ 10| #10 (196) | .73 | .38 | 54 | .29 | | ;0| 50
SPC3754 4 3/8” (.375)| 1.34 | .68 [1.00 | 53 100 SPC3744 12 ~ 10| #10 (198) | .73 | .38 | .54 | .29 500
CRS—Z0-0610 6 #10 (196) | 1.14 | 47 | 91 | 52 20 CRS-20-1025 | 12 ~ 10| 1/4” (250)| .96 | .54 | .69 | .44 50
SPC3750 6 #10 (196) | 114 | 47 | 91 | B2 200 SPC3745 12 ~ 10| 1/4" (250)| .96 | .54 | .69 | .44 500
CRS—Z0-0625 6 1/4" (250) | 1.14 | 47 | 91 | 52 | 20 CRS—Z0-1406 | 16 ~ 14| #6 (143) | .60 | .25 | .47 | .22 100
SPC3751 6 1/4” (.250) | 1.14 | .47 | 91 | .52 200 SPC3739 16 ~ 14| #6 (143) | .60 | .25 | .47 | .22 1000
CRS—Z0—0631 6 5/16" (.312)| 1.22 | 63 | 91 | .52 20 CRS—-Z0-1408 | 16 ~ 14| #8 (174) | .74 | .31 | 58 | .33 100
SPC3752 6 5/16" (.312)| 1.22 | .63 | 91 | .52 200 SPC3740 16 ~ 14] #8 (174) | .74 | .31 | 58 | .33 | 1000
CRS—Z0-0810 8 #10 (196) | 95 | .47 | 72 | .40 050 |28 CRS-Z0-1410 | 16 ~ 14| #10 (198) | .74 | .31 | 58 | .33 100
SPC3746 8 #10 (196) | .95 | .47 | 72 | .40 250 SPC3741 16 ~ 14| #10 (198) | .74 | .31 | 58 | .33 030 | 1000
CRS—Z0-0825 8 1/4” (.250) | .95 | .47 | .72 | .40 25 CRS—-Z0-1425 | 16 ~ 14| 1/4 (250) | .89 | .47 | .65 | .40 100
SPC3747 8 1/4” (250)| 95 | 47 | 72 | 40 | 250 SPC3742 16 ~ 14| 1/4 (250) | .89 | .47 | .65 | .40 1000
CRS—Z0—0831 8 5/16" (.312)| 1.06 | .59 | .77 | .45 25 CRS-Z0-1806 | 22 ~ 18| #6 (143) | .60 | .25 | .47 | .22 100
SPC3748 8 5/16" (.312)| 1.06 | .59 | .77 | .45 250 SPC3737 22 ~ 18| #6 (143) | .60 | .25 | 47 | .22 | 1000
CRS—Z0-0837 8 3/8" (375) | 1.06 | 59 | .77 | .45 25 CRS-Z0-1808 | 22 ~ 18| #8 (174) | .74 | .31 | 58 | .33 100
SPC3749 8 3/8” (.375)| 1.06 | 59 | .77 | 45 250 SPC3738 22 ~ 18| #8 (174) | .74 | .31 | .58 | .33 1000
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